
Manifestation 

Measure and cut to the required manifestations length to suite the 
glass panel width.

Clean the glass thoroughly with a soap water solution. Ensuring all 
oil’s, wax or contaminates are removed. Ensure the glass is dry 
after cleaning.

Mark the reverse face of the glass with a wipe-clean or dry- wipe 
marker to indicate where the manifestation is to be installed. The 
measured height should be from the finish floor level. 

Re-pressurize the manifestation to the top carrier tape by laying the 
manifestation on a flat surface. Then firmly apply the card squeegee 
across the full length of the manifestation. Shown in diagram below.

Tools For Application

UK Window Films
Ltd

Graphics & Architectural FinishesFitting Instructions 

Preparation

Dry Wet

Position the manifestation on the glass and temporarily fix along the top 
edge using pieces of masking tape.

Using the masking tape as a hinge in the centre. Flap half the 
manifestation and carefully remove the backing paper the reveal the 
adhesives of the manifestations.

Lay the manifestation over the glass in the marked position but keeping 
the adhesive off the glass. Using the card squeegee from the centre or 
the hinge masking tape hinge. Apply each manifestation (dot) with one full 
firm stroke.

Leave for 5 to 10 minutes for the manifestation to adhere to the glass. 
Carefully remove the carrier tape from one end. Running it flat against the 
glass. As shown in the diagram

Spray the glass with a soapy water solution.

Remove the backing paper from the carrier tape and spray the adhesive 
side on the manifestation with your soapy water solution.

Slide the manifestation into position

Using the card squeegee, squeeze out the water concentrating on the 
dots.

Leave the manifestation to dry or over night to adhere to the glass. 
Carefully remove the carrier tape from one end. Running it flat against 
the glass. As shown in the diagram

Government Health and Safety Regulations requires the application 

to two rows. 

First row between 850-1000mm for the finish floor level. 
Second row 1400-1600mm from the finish floor level. 

The Building Regulations Approved, Document M.

Card Squeegee

Soft Window Cleaning
Squeegee

Spray Bottle with a 
soapy water solution

Tape Measure

Glass Marker

Masking Tape

Lint Free Cloth

Sharp Scissors 
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